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GENERAL NOTES
- DO NOT INSTALL ADVANCE WARNING SIGNS MORE THAN 3 DAYS PRIOR TO BEGINNING OF WORK. Yo OVED"/} : ‘é 2 7.
- ALL SIGN SPACING DIMENSIONS ARE APPROXIMATE. FIELD ADJUST AS NECESSARY OR AS DIRECTED.
- USE 1.4 kg STEEL U-CHANNEL POST OR 90mm X 90mm WOOD POST FOR ALL WORK ZONE SIGNS. 1.4 kg STEEL U-CHANNEL POSTS MUST MEET THE REQUIREMENTS OF SECTION
1094-1(B), MAY BE GALVANIZED STEEL, OR MAY BE PAINTED GREEN BY THE POST MANUFACTURER. SQUARE STEEL TUBING POSTS HAVING EQUIVALENT STRENGTH OF
THE 1.4 kg STEEL U CHANNEL POST ARE_ALSO_ACCEPTABLE FOR_USE. ERECT SIGNS PER ROADWAY STANDARD DETAIL DRAWING 1110.01. _PAYMENT FOR WOOD POSTS
I. M KEY 1.4 kg STEEL U-CHANNEL AND SQUARE STEEL TUBING POSTS WITH SIGNS WILL BE MADE ACCORDING TO STANDARD SPECIFICATION "WORK ZONE SIGNS" SECTION 1110. SCALE: NONE REVISIONS
ENG,NUEERSL& eerlvrr - WHEN NECESSARY, USE SPLICING IN ACCORDANCE WITH ROADWAY STANDARD DRAWING NO. 1110.01. REMOVE ENTIRE POST WHEN REMOVING SEAL DATE: 9/2004
SIGNS WITH SPLICED POSTS. e 1D
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